
PT945 / 12.9.2023

CEG-E40B

CEG-E50B/C/S

550 mm (+2mm/-1mm)560 mm

 4
35

 m
m

 (+
2m

m
/-1

m
m

)

CEG-50B CEG-50BF

CE
G

-5
0B

PT944

550mm

550mm

R10

43
5 

m
m

43
5 

m
m

44
5m

m

MONTERINGSANVISNING
OBS!
Behandla produkten försik�gt 
under monteringen. 
Om det finns fel i produkten bör 
det anmälas före montering. 
Reklama�oner som görs e�er 
monteringen kan inte godkännas.

ASENNUSMALLINE PÄÄLLEASENNUKSEEN      SÅGMALL FÖR OVAN MONTERING      INSTALLATION INSTRUCTION FOR INSET SINK

NÖDVÄNDIGA VERKTYG

Vid behov måste en inskärning för hofästena och 
bräddavloppet göras i skåpets mellanvägg. Kontrollera 
all�d inskärningsbehovet på plats.

huullosmalli / planlimning / flush moun�ng
*ei kiinnikkeitä / ingen hofästerna / no fixing clips

*

*

technical.support@stala.com

Oikeus muutoksiin pidätetään. Rä� �ll ändringar förbehålles. Right to altera�ons reserved.
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back first
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MONTERINGSANVISNING
OBS!
Behandla produkten försik�gt 
under monteringen. 
Om det finns fel i produkten bör 
det anmälas före montering. 
Reklama�oner som görs e�er 
monteringen kan inte godkännas.

ASENNUSMALLINE PÄÄLLEASENNUKSEEN      SÅGMALL FÖR OVAN MONTERING      INSTALLATION INSTRUCTION FOR INSET SINK

NÖDVÄNDIGA VERKTYG

Vid behov måste en inskärning för hofästena och 
bräddavloppet göras i skåpets mellanvägg. Kontrollera 
all�d inskärningsbehovet på plats.

huullosmalli / planlimning / flush moun�ng
*ei kiinnikkeitä / ingen hofästerna / no fixing clips

*

*

technical.support@stala.com

Oikeus muutoksiin pidätetään. Rä� �ll ändringar förbehålles. Right to altera�ons reserved.
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ASENNUSMALLINNE PÄÄLLEASENNUKSEEN
SÅGMALL FÖR OVAN MONTERING      INSTALLATION INSTRUCTION FOR INSET SINK

Yrittäjänkatu 4, 15170 Lahti, Finland
Tel: +358 3 882 1133
technical.support@stala.com
www.stala.com
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2.  Drill starter hole inside of cutout line. 3.  Using a “Jigsaw”, cut inside of cutout line. 
      Trial fit sink to check proper fit.

5. Apply a bead of “Silicone sealant” 
(not included) to the underside of 
the sink flange. For final fit, make 
sure each sink clip is pulled back as 
illustrated. Posi�on the sink into the     
work top opening.

6. Secure the sink by pivo�ng the sink 
clips into the posi�on illustrated 
and �ghten screws in the front, 
then �ghten rear and side screws.

7. Make water and waste pipe 
connec�ons as required. 8. Apply a uniform bead of silicone onto the 

   underside of  the rim of the sink, 1/4 inch from 
   the outer edges of the rim.

 

  
 

 

 
 

 
 

 
 
 

 
 
  

1. Iden�fy the correct printed template outline for 
the sink you want to install. Carefully cut along the 
outline and discard the inner sec�on of the 
template. Place the paper template on to the upper 
surface of your work top and posi�on it carefully 
where you want the sink to fit. When posi�oning 
the template take note of cabinet panels and rails 
below as well as ensuring there will be enough 
access for tap connec�ons. Fix the template in 
place with masking tape and carefully draw around 
the inside of the template with a pencil. Remove 
and discard the template.

      Or
      Invert sink and posi�on onto the counter-top. 

Locate sink front to rear and right to le� so the       
bowl will not interfere with the cabinets below.         

      Trace a pencil line around the outside edge of the 
sink and remove the sink from the counter top. 
Measure in 8 - 10mm from the ini�al sink outline 
and draw a second line  inside the first.

Inset Kitchen Sink Installa�on  Instruc�ons and Templates 

  005 
NE

  004 
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  043 
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Tools Required:
   

   Ruler/Tape Measure
   Masking Tape
   Kitchen Silicone Sealant
   Hammer
   Drill
  Pencil
  Safety Glasses
  Screwdriver
  35mm Hole Saw(for cut�ng tap hole)
  Jigsaw & Suitable Blade                                         
    (if work top cutout is required)

Granite Style Sink Care & Cleaning Instruc�ons:

Everyday Cleaning:

Wash your sink using warm water, a so� cloth or non- abrasive woven 
nylon pad and a non- abrasive liquid cleaner or detergent. This can be 
done as o�en as the sink is used.

Metallic Abrasions or Heavy Stains:

Wipe the sink using a so� cloth or non –abrasive
woven nylon pad and a liquid scouring product. Apply the liquid 
scouring product sparingly and rub lightly. Repeat as necessary un�l 
sink is clean.

Hard Water, Calcium and Lime Deposits:

Wipe with a non- Abrasive woven nylon pad and white vinegar. Rinse 
a�er 20 minutes.

Do Not Use:

Abrasive cleansers, abrasive scrub pads or alkali cleaners such as 
ammonia.

CHECK FOR LEAKS:

  Supply user tubes to faucet
  Supply riser tubes to shut off valves                            
    or lower connec�ons
  Fill sink with water and check for 
    leak around drain
  Release water from sink and check 
    for possible leaks
  Tighten as needed

 

 

    SINK CUTOUT MEASUREMENTS

       Model         Length          Width 

EN 340 360mm                         444mm

EN 400 420mm                         444mm

EN 500 520mm                         444mm

CEG-E34B

CEG-E40B

CEG-E50B/C/S

CEG-E34B CEG-E40B CEG-E50B/C/S


